
175 N. State Street, Chicago, IL 60601 P:312-462-6330, F:312-462-6364

House Hanging Plot (Revised 2/01/08)

Pipe # US of  Plaster Line CURRENT HOUSE HANG SHOW HANG NOTES
DS1 DS 1' 6" Dead Valance (Do Not Move)
DS2 DS 1' Working Valance (Do Not Move)
DS3 DS 6"
FC 0 FIRE CURTAIN (Do Not Move)
A 1' House Curtain 1 (Do Not Move)
B 1' 5" House Curtain 2 (Do Not Move)
C 2' Border (High Trim is 45')
1 2' 5" Legs
2 2' 10" #1 House Electric
3 3' 8"
4 4' 1" Black Scrim
5 4' 8"
6 5' 2"
7 5' 9"
8 6' 4" Legs
9 6' 10" Movie Sheet (Do Not Move)

10 7' 6" Border
11 7' 10"
12 8' 3" #2 House Electric
13 8' 9"
14 9' 2" Legs
15 9' 7"
16 10'
17 10' 7"
18 11' 2"
19 11' 9" Border
20 12' 2"
21 12' 11" Electrics Storage
22 13' 6"
23 14'
24 14' 5"
25 14' 10"
26 15' 3"
27 15' 8"
28 16' 1" #3 House Electric
29 16' 7"
30 17' 4"
31 17' 9"
32 18' 6"
33 19' 2"
34 19' 7"
35 20"
36 20' 6"
37 21' 1"
38 21' 6" Legs
39 22' 1"
40 22' 11"
41 23' 4" Border
42 23' 9"
43 24' 2" #4 House Electric
44 24' 8"
45 25' 1"
46 25' 6"
47 25' 11" Legs
48 26' 4"
49 26' 9" #5 House Electric (Cyc Lights)
50 27' 4" Border
51 28' 1"
52 28' 6"
53 29' 1"

U54 29' 7"
U55 30' Cyclorama (Sky Blue)
U56 31' Full Stage Black (50% fullness)

*Note - Lines U54, U55, U56 are underhung with a high trim of 65'
*Note - The distance from the Smoke Pocket to the Back Wall is 31' 4"



The Chicago Theatre has a standard repertory light plot in the air at all times.  This is made up of
conventional lighting with pars and lekos in a “theatrical” style plot.  We have lighting positions at
the balcony rail, box booms house left and right and cove positions in the dome.  We carry a stan-
dard 3 color wash of amber, blue and red.  Please see the plot for the instrument hang.

FOH Console: - ETC Expression 3 - 2 scene board with 24 submasters 
100’ from the stage on the center aisle
Cable run is 200’ from stage right dimmer positions

On Stage: - (80) Par 64 1000 Watt Medium Flood
- (10) 36deg Source 4 Lekos
- (28) 26deg Source 4 Lekos
-  (10) 3 Cell Cyc Lights

Balcony Rail: - (18) 19deg Source 4 Lekos, 
- (7) 19deg Source 4 Lekos 
- (3) 36deg Source 4 Lekos
- (30) 20 amp circuits (with stage pin connectors) on 1’6” centers
Throw from center of rail to the main curtain is 51’

Box Booms: - (6) 19deg Source 4 lekos on each side
House left and right one per side.  Each with (18) 20 amp circuits.  
Throw from the top of the booms to the center of the main rag is 97’

Cove Lights: - (12) 10deg Source 4 Lekos.  
Throw from the cove is approximately 125’ to the main curtian

Spotlights: - (2) 2K Supertrooper Spotlights.  
Throw from the spot both to center of main rag approx 125’.

House Lights: House lights may be controlled from both stage right and from the front
of house lighting position.

NOTES:  Lighting Power is a parallel feed through the house stage dimmer racks.  If using house
lighting there will be a reduction in available power.  Sound Power is made up of (2) 3 phase iso-
lated switches located stage right and left in a parallel feed.  200A 3 phase is total capacity.

Electrics & Company Switches

DOWN STAGE LEFT:

200A 120/208 3 Phase - Sound

DOWN STAGE RIGHT: 

600A 120/208 3 Phase - Lighting
600A 120/208 3 Phase - Lighting
200A 120/208 3 Phase - Sound
60A 120/208 3 Phase - Motor

SPOT/PROJECTION:

4 positions of power for spot tie
in at 30 amp.  Additional tie in
nearby for 100A.



Orchestra Pit: Fixed Floor 6'-0" Below Deck
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Soft Goods
BLACKS:

- (5) Flat Borders   12' W. x 75' L (Flat)
- (14) Flat Legs   30' H x 12' W (Flat)
- (1) Full Black  30' H x 75' W (Flat, Black Velour, one piece, split in fullness)
- (1) flat Black 30' H x 80' W (50% fullness, 2 pieces)

REDS:

HOUSE CURTAIN: 1 Main Curtain 30' x 75' (50% fullness, 2 pieces)  Can be operated as traveler
from SR when speaker stacks are in place and is located on line sets A & B, 1'-9" US of the stage
lip and 0'-6" DS of the first usable line set. This curtain can also be operated as a guillotine.

HOUSE TEASER: 1 Teaser (Working Valance) 25' H x 75' (50% Fullness)  Mounted on line set DS2
within the proscenium arch, adjusts from 24'-0" to 31'-0" maximum.

VALANCE/LAMBREQUIN: (Dead Hung) 22' H x 75' W (Austrian Style, curved at top)

OTHERS:

- (1) Cyclorama 30'H x 75' (Seamless, Sky Blue)
- (1) 1 Scrim 30' H x 75' W (Black Sharkstooth)

Projection & Sound

PROJECTION:

Permanent Movie Screen 30’X60’ perforated screen permanently mounted 
on an aluminum frame hung on line set #9

Portable Screen 12’X15’ fast fold screen for front projection

The Chicago Theatre does not have a working projector of any kind.  

SOUND:

The Chicago Theatre has no PA system. All sound must be brought in from an out-
side vendor.  The Chicago Theatre does have an in house paging system in all the
dressing rooms and Clear Com in various positions.  Program feed and announce
mic controls are located downstage right.  To discuss details please contact the
Production Manager. 



Miscellaneous Equipment
ORCHESTRA EQUIPMENT:
Music Stands: 20 stands and 20 lights with enough electrical boxes to do 

light for a full orchestra.

TRUCK RAMP:
A 3'-5" wide, 14'-0" long aluminum truck ramp is available.

RISERS:
Eight of each with skirts (24 total)

4X8X8”
4X8X16”
4X8X24” 
2 sets of steps 24” high

IN HOUSE STAGE EXTENSION:
CL to HR side: 2'-0" to 30'-0" in 4 ft increments.
CL to HL side: 2'-0" to 30'-0" in 4 ft. increments.
Stage lip to house lip: 16'-0"
OR stage lip to house lip: 32'-0"

CLEAR COM:
The Chicago Theatre has a limited Clear Com  system with positions at FOH, Spot
booth and stage left and right.  The theater has 5 beltbacks total and a squawk box
at the rail.

WARDROBE/DRESSING ROOM MATERIALS:
8 Rolling Wardrobe Racks
2 Ironing Boards with 1 Iron
1 Steamer

TABLES, CHAIRS & EASELS:
The Chicago Theatre has various tables and chairs that can be used backstage and
in the lobby.  If your request is more than 8 6 foot tables, 30 chairs or 6 easels you
must rent these items.  The pit has 90 chairs that can be used for other functions if
the pit is not seated for a performance.

PIPE:
40 pieces of rigid 10 foot 1/2” thick galvanized bottom pipe.



Dressing Rooms
STAGE LEFT:

1ST FLOOR SL
Quick change room 
(stage level) sink and mirror

2ND FLOOR SL
Star room with adjoining reception room
full bathroom

STAGE RIGHT:

1ST FLOOR SR
Quick change room/Production office 
Adjacent ½ bath

2ND FLOOR SR
1- Sink and 8 mirrors 
2- Sink and 7 mirrors 
(Common full bathroom for floor)

Wardrobe cases can only be taken (via chain motor) to the stage left dressing
rooms.  Stage right is only accessible via stairs.

BASEMENT ROOMS:

WARDROBE AND CHORUS ROOM
Located SR beneath the stage, this 44' x 15' room has 2 sets of washer & dryer, slop
sink and 18 mirrors.

ORCHESTRA ROOM/ARTIST PRODUCTION OFFICE
One 13' x 18' room also doubles as a large production office, and one 9' x 28' room
with a gear cage are located SL beneath the stage.  There are 2 full bathrooms
nearby. There are 4 phone lines available in this room, 2 digital and 2 POTS.

CATERING/GREEN ROOM
The 59' x 22' room is located directly beneath the stage.  It is equipped with tables,
chairs, 2 sinks and a refrigerator.

Cases may be taken to the basement level via a trap in the stage with a chain motor.

3RD FLOOR SL
1- Sink and 3 mirrors
2- Sink and 5 mirrors
3- Sink and 3 mirrors
(Common full bathroom for floor)

3RD FLOOR SR
1-  Sink and 6 mirrors
2-  Sink and 6 mirrors
(Common full bathroom for floor)









Notes: 
Trucks load & unload in Benton Court, the
alley just south of the building.  

Due to the L tracks semis may only enter and
exit via State Street.  Straight or box trucks
may enter via Wabash.  The lowest point of
the trestles at each intersection around the
theater are as follows:

State and Lake: 14’ 3”
Lake and Wabash 14’ 0”
Lake and Benton Court: 14’ 9”
Lake and Randolph: 13’ 2”  

Parking can only be secured via permit with
the city.  All vehicles on site must be permit-
ted.  Any additional trucking may stage or
store at McCormick Marshalling Yard (info to
the left)

No trucks may drive on Lake Shore.

Maps & Trucking Information
From the Kennedy I90
Exit Ohio Street east, to State
Street.  Turn right onto State
and head south to Lake Street.

From the Eisenhower I290
The interstate will terminate
onto Congress Parkway.  Take
Congress east to State Street
take a left hand turn and head
north to Lake Street.




